
• A tough, water based, 100% acrylic paint

• Fast drying with a low sheen and high  
opacity finish

• Exceptional protection from the sun and 
weather with an excellent UV resistance

• Can be used as a finish coat, undercoat and 
primer on most exterior surfaces

• Can be applied on substrates at temperatures 
as low as 5°C

• Suitable for timber decks, weatherboards, 
fences & trelliswork, fibre-cement surfaces, 
concrete blocks & unglazed bricks

• Available in Test Pots, 4 litres & 10 litres
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Water Based • Acrylic

Deck & Timber Paint

™

TIMBERMAXTIMBERMAX ™



TOUCH DRY 30 MIN
RECOAT TIME 2 HRS

COVERAGE
8-16 SQM/L

WATER & SOAP 
CLEAN UP

™

Colours are only a guide due to printing 
processes. Please refer to the colour board 

instore or try a test pot to confirm colour choice.

Treat mould and moss with 
GET-GONE Fungicidal 

Treatment & Cleaner or a 
proprietary fungicidal product. 

Use PREPMAX Timber Clean 
& Prep for a more aggressive 

preparation is required.

Proudly made by Agrippa Paints Ltd

Christchurch, New Zealand 
Phone 0800 300 585 • www.MASTERMAX .co.nz

TIMBERMAXTIMBERMAX ™

Deck & Timber Paint  Water Based • Acrylic

Grey Finch

Grey Quail

White Dove

Rustic Weka

Red Kaka

Brown Owl

Kingfisher Green

Black Crow


